
Scapa 319R

High Bond Adhesive Primer ‐ Pipe Wrapping

DESCRIPTION

Renwrap 319 is a primer recommended for machine application to new or smooth pipe surfaces
and promotes high bond of the Renwrap pipeline coating used.

APPLICATIONS

Used with Renwrap coatings for pipewrapping gas, oil or water pipes

PRODUCT BENEFITS

Compatible with coal tar, fusion bond epoxy, asphalt and polethylene pipeline coatings
Can be applied over a wide range of temperatures
Promotes high bond with Renwrap pipe coatings

TECHNICAL PROPERTIES

Technical Property Nominal Value Unit Test Method
Adhesive Synthetic rubber and resins ‐ ‐
Total solids 19 % ‐
Viscosity Thin syrup ‐ ‐
Flashpoint ‐12 °C ‐
Colour Black ‐ ‐

Note:

Solvent System ‐ Heptane/Toluene

STANDARD PRESENTATIONS

Note:

Available in various sizes. Please contact Scapa to discuss purchasing specifications. 

RECOMMENDATIONS

Store away from heat and use away from fire, flames, heaters, sparks, lighted cigarettes etc. Read all label
instructions
before use.

Shelf life ‐ 5 years

www.scapaindustrial.com                      Product Code: 319R

This Technical Data Sheet (TDS) is provided by Scapa for information only. The contents of this TDS are considered to be reliable but accuracy is not guaranteed. The results shown in
this TDS may not be relevant to all users of the product and it is the user’s responsibility to determine the suitability of the product for its intended purpose. Scapa expressly disclaims
all express or implied warranties including merchantability and fitness for a particular purpose to the fullest extent permitted by law and does not accept responsibility or liability
(whether direct, indirect, or consequential) arising from use of the product or reliance on the TDS. Scapa does not exclude liability for death or personal injury arising from its negligence or
fraud. Scapa refers to Scapa Group plc and its subsidiaries.
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